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POWERCLEAN
ADVANTAGES

Flexible system design with
engineering support available

Robust design of electrostatic cells
and electrical system

Enables horizontal discharge of
exhaust

Integrated in-line fan available

Low operating cost, long-term
kitchen exhaust solution

Automatic cleaning electrostatic
precipitator with PLC controls

Low water usage

Application
Robust, large-scale or plant room type electrostatic precipitator 
with automatic cleaning to control kitchen exhaust emissions from 
all types of cooking applications

Type Dimensions WxHxD (mm) Weight (kg) Airflow (l/s)

AXX-0202-W-SF-C 997x1217x2452 440 670
AXX-0203-W-SF-C 1286x1217x2452 530 1000
AXX-0204-W-SF-C 1591x1217x2452 640 1330
AXX-0205-W-SF-C 1864x1217x2452 750 1670
AXX-0206-W-SF-C 2169x1217x2452 850 2000
AXX-0403-W-SF-C 1286x1827x2452 830 2000
AXX-0404-W-SF-C 1591x1827x2452 950 2670
AXX-0603-W-SF-C 1286x2382x2452 1070 3000
AXX-0405-W-SF-C 1864x1827x2452 1100 3330
AXX-0406-W-SF-C 2169x1827x2452 1280 4000
AXX-0604-W-SF-C 1591x2382x2452 1280 4000
AXX-0407-W-SF-C 2465x1827x2452 1400 4670
AXX-0605-W-SF-C 1864x2382x2452 1480 5000
AXX-0408-W-SF-C 2770x1827x2452 1560 5330
AXX-0409-W-SF-C 3067x1878x2452 1700 6000
AXX-0606-W-SF-C 2169x2382x2452 1620 6000
AXX-0607-W-SF-C 2465x2382x2452 1820 7000
AXX-0608-W-SF-C 2770x2382x2452 2030 8000
AXX-0609-W-SF-C 3067x2433x2452 2230 9000
AXX-0610-W-SF-C 3372x2433x2452 2460 10000
AXX-0611-W-SF-C 3669x2433x2452 2680 11000
AXX-0612-W-SF-C 3974x2433x2452 2910 12000
AXX-0202-W-SFD-C 997x1217x2632 440 950
AXX-0203-W-SFD-C 1286x1217x2632 530 1400
AXX-0204-W-SFD-C 1591x1217x2632 640 1900
AXX-0205-W-SFD-C 1864x1217x2632 750 2400
AXX-0206-W-SFD-C 2169x1217x2632 850 2800
AXX-0403-W-SFD-C 1286x1827x2632 830 2800
AXX-0404-W-SFD-C 1591x1827x2632 950 3800
AXX-0603-W-SFD-C 1286x2382x2632 1070 4200
AXX-0405-W-SFD-C 1864x1827x2632 1100 4700
AXX-0406-W-SFD-C 2169x1827x2632 1280 5700
AXX-0604-W-SFD-C 1591x2382x2632 1280 5700
AXX-0407-W-SFD-C 2465x1827x2632 1400 6600
AXX-0605-W-SFD-C 1864x2382x2632 1480 7000
AXX-0408-W-SFD-C 2770x1827x2632 1560 7500
AXX-0409-W-SFD-C 3067x1878x2632 1700 8500
AXX-0606-W-SFD-C 2169x2382x2632 1620 8500
AXX-0607-W-SFD-C 2465x2382x2632 1820 10000
AXX-0608-W-SFD-C 2770x2382x2632 2030 11300
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AXX-0609-W-SFD-C 3067x2433x2632 2230 12700
AXX-0610-W-SFD-C 3372x2433x2632 2460 14000
AXX-0611-W-SFD-C 3669x2433x2632 2680 15500
AXX-0612-W-SFD-C 3974x2433x2632 2910 17000


